lllll}URGE Aluminum Electrolytic Capacitors  RGA

Features ‘w
- 105°C, for general purpose, standard series @&
\ . RGA105C RGAN
* RoHS Compliance el 1
« If there is any requirement on ESR, it’s suggested to use
—y"
low ESR series instead of RGA. Please consult our 100uF 50v 100uF
contact window for any inquiry. 2> 2
SPECIFICATIONS
Items Performance
Life 2000 hrs
Operating Temperature Range 40T ~+1057T
Capacitance Tolerance 20% {(at 120Hz, 20°C)
Rated voltage = 100V = 100V
" Time after 2 minutes after 5 minutes
Leakage Current (at 20
cikase Cumen () Leakage C 1=001CVor3 (A CV = 1,000 LY = Lo
cakage LUITENt | hichever is greater 1= 0.03CV+15( 12 A) [=0.020V=+25( 11 A)

Where, C = rated capacitance in ¢ F V= rated DC working voltage in V

Dissipation Factor Rated Voltage | 6.3 | 10 | 16 | 25 | 35 | 50 | 63 | 100 [ 160 | 200 | 250 | 350 | 400 | 450
(Tan G at 120 Hz, 20C) Tan d (max) 0231020016014 [0.12|0.10[009|008|0.12|0.14|0.17|0.20)0.25|0.25
When the capacitance exceeds 1,000 ¢ F, 0.02 shall be added every 1,000 ;1 F increase.
Impedance ratio shall not exceed the values given in the table below,
Rated Voltage 63[10] 16| 25|35 50|63 |100]|160|200]250]350|400|450
=257 D16 4 3 2 (2121212
Low Temperature éi, |2,)50%]} i - A KT E ile |8 12]14])16
Characteristics (at 120Hz) |'“§'3d?”‘3‘3 i #D=16) 6 | 4 | 4 | ° = z . G
Ao Z-C)|wD<16| 8§ | 6 | 6 | 4 | 4|3 |[3]|3
; a 4| 8 |10f16|18]20
200 ¢Dz16| 12| 10| 8 | 8| 8| 8|66
Test Time 2,000 hrs
Capacitance Change Within #20% of imihal value
Load Life Test Dissipation Factor Less than 200% of specified value
Leakage Current Within specified value

* The above specifications shall be satisfied when the capacitors are restored to 2070 after the rated voltage applied

with rated ripple current for 2,000 hrs at 105°C.

Test Time 1,000 hrs
Capacitance Change Within £20% of initial value
Shelf Life Test Dissipation Factor Less than 200% of specified value
Leakage Current Within specified value

* The above specifications shall be satisfied when the capacitors are restored to 207 after exposing them for 1,000
hrs at 105°C without voltage applied. The rated voltage shall be applied to the capacitors before the
measurements for 160 ~ 450V (Refer to JIS C 5101-4 4.1).

Freq(Hz :
Gl req(Ha)f gy 120 500 IK ]1?;:(
] Under 100 0.70 1.00 1.30 1.40 1.50
Frequency bittidplicrs 100 < C = 1.000 0.75 1.00 120 130 135
1,000 up above 0.80 1.00 110 12 115
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