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Aluminum Electrolytic Capacitors

RJA

Features

* 105°C, wide temperature range
* Suitable for high reliability pro
* RoHS Compliance
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RJATOSC RJATDSC
TIZ(M) LTIZ(M)

470w 16v 4704 16v

SPECIFICATIONS
ltems Performance
6.3~ 63V 100 ~ 450V
ting Ti ture Rar - -
Opcrating Tenpertture Range -55°C ~+105T -40°C ~+105°C
Capacitance Tolerance 20% {at 120Hz, 207C )
Rated voltage =100V = 100V
- Time after 2 minutes after 5 minutes

Leakage Current (at 20°C) e et Bucels 1= 001CY ar3 (2 A) oV = 1.000 oV = 1000

e whichever is greater | 1=0.03CV+I5(gA) | 1=002CV+25( 1 A)

Where, C = rated capacitance in ¢ F V= rated DC working voltage in W

Dissipation Factor Rated Voltage | 6.3 | 10 | 16 | 25 | 35 | 50 | 63 | 100 | 160 | 200 | 250 | 350 | 400 | 450
(Tand at 120 Hz, 200C) Tan & (max) 023 020|016 |0.14 [0.12|0.10|0.09 [0.08 | 0.12|0.14 |0.17 |0.20|0.25 | 0.25

When the capacitance exceeds 1,000 i F, 0.02 shall be added every 1,000  F increase.

Impedance ratio shall not exceed the values given in the table below.
Rated Voltage 63110 16 | 25| 35| 50 | 63 [100| 160]| 200|250 ]330 (400] 450
-25C 4 3 ]2 212
Low Temperature Zi 2_,5 L) i D_. 1 - - - 36| 8 [12]14] 16
Characteristics (at 120Hz) Impedance | ZG20C) eDz=16| 5 [4 |3 |2 |2]2]2]3
Ratio 407 3
:Z( 40?\} encie] 8 el |4 4] 8 a3 ) | bl se bl g
20T ) pDz16 | 12| 8 | 6 4 3 3 316
Test Time 2,000 hrs

Load Life Test

* The above speci
with rated rippl

Capacitance Change

Within +20%of initial value

Dissipation Factor

Less than 200% of specified value

Leakage Current

Within specified value

fications shall be satisfied when the capacitors are restored to 20°C  after the rated voltage applied
e current for 2.000 hrs at 1057C.

Shelf Life Test

Test Time

1.000 hrs

Capacitance Change

Within £20%of initial value

Dissipation Factor

Less than 200% of specified value

Leakage Current

Within specified value

* The above specifications shall be satisfied when the capacitors are restored to 20T after exposing them for 1,000
hrs at 105°C without voltage applied. The rated voltage shall be applied to the capacitors before the
measurements for 160 ~ 450V (Referwo JIS C 5101-4 4.1).

Freq.(Hz) a 10K
| Cap{ ) 60 120 500 1K =
Eipl’le c‘“*\'f{“‘lf : Under 100 0.70 1.00 1.30 1.40 1.50
e 100 < C = 1,000 0.75 1.00 1.20 1.30 135
1,000 up abave 0,80 1.00 1.10 1.12 1.15
DIAGRAM OF DIMENSIONS
VelBE S . Bt . @D+ fmax LEAD SPACING AND DIAMETER Unit: mm
\ I =} . o D | 5 | 63| 8 0 |125] 16 | 18 | 22
. Ly i p 20| 25|35 |50 |50 7575 10
T ! k:
W, Lo @d 0.5 0.6 0.8 1.0
& @ 1.0 1.5 2.0
N in
. 13m - I 0.5
sleeve 4 min
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