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MURGE Aluminum Electrolytic Capacitors

RXC

Feature

« 105°C, 2,000 ~ 3,000 hours assured
* Low ESR, suitable for switching power supplies, UPS
+ Smaller size with large permissible ripple current

* RoHS Compliance
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SPECIFICATIONS

Items Performance

Operating Temperature Range 40T ~+105T

Rated Voltage Range 160 ~ 450V

Capacitance Tolerance +20% {at 120Hz, 20°C)

Leakage Current (at 20°C)

Time

After 5 minutes

Leakage Current

Cv =

[=0.03CV(nA)

1,000

CV = 1,000
1=0.02CV(puA)

Dissipation Factor
(Tan & at 120Hz, 20°C)

Rated Voltage 160

200

250 350 400

450

Tan & (max) 0.20

0.20

0.20 0.24 0.24

0.24

Low Temperature
Characteristics (at 120Hz)

Impedance ratio shall not exceed the values given in the table below.

Rated Voltage 160 200 230 330 400 450
||'|1peda'r|c¢ Z.(-ES -C l-’Z.(+20t J 3 3 3 3 5 [
Ratio Z{-40C YZ(+20°C) 4 4 4 4 6 -

Load Life Test

Test Time

2,000 hrs for ¢D = 10 mm
3,000 hrs for @D = 12.5 mm

Capacitance Change

Within £20% of initial value

Inssipation Factor

Less than 200% of specified value

Leakage Current

Within specified value

* The above specifications shall be satisfied when the capacitors are restored to 20C  after the rated voltage

applied with rated ripple current for 2,000/3,000 hrs at 105C .

Shelf Life Test

Test Time

1.000 Hrs

Capacitance Change

Within £20% of initial valug

Dissipation Factor

Less than 200% of specified value

Leakage Current

Less than 500% of specified value

* The above specifications shall be sanistied when the capacrtors are restored to 20°C after exposing them for 1,000
hrs at 105°C without voltage applied. The rated voltage shall be applied to the capacitors before the

measurements (Refer to JIS C 5101-4 4.1).

Ripple Current &
Frequency Multipliers

Freq.(Hz) ;
Y u 120 1K 10K 100K
Cap. (uF)
1 to 82 1 1.75 2325 25
100 up | 1.67 2.05 225
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